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DETAIL A
SCALE 1 : 2
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DETAIL B
SCALE 1 : 2
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DETAIL E
SCALE 1 : 4

CEILING OR FLOWN
BRACKET (OPTIONAL)

WALL BRACKET

DIMENSIONS IN INCHES
MODEL #:

CREATED
 6/28/2018

SCALE:
1:16

UNLESS OTHERWISE SPECIFIEDWIDTH
6'' B

SCREEN TYPE:

Screen Innovations
9715-B Burnet Rd Suite 400, Austin, TX 78758
512-832-6939; www.screeninnovations.com

Solo / Solo Pro

ALL DIMS  1/4''

RESTRICTION: The information contained in the proposal is confidential and proprietary to Screen 
Innovations, shall not be disclosed beyond the vendor company, and shall not be duplicated, 
used, or disclosed inwhole or in part for any purpose except to evaluate this proposal.

SIZE

SPW100
DRAWN BY

JGP

APPROXIMATE SHIPPPING DIMS AND WEIGHTS

LENGTH
103''

HEIGHT
6''

WEIGHT
41 LBS

 APPROXIMATE
PRODUCT WEIGHT

28 LBS

DESCRIPTION:  
100'' Diagonal 16:10 Aspect Ratio Solo 
Motorized Projection Screen
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